	About this manual
	Validity & declaration of conformity
	Target group
	Abbreviations

	General safety information (english)
	Intended use
	Hazardous chemicals
	Electronic safety
	Vacuum safety
	Purge gas safety
	Laser safety
	Magnetic field safety
	Burn prevention
	Wet environment safety
	Warning signs description
	Graphical symbols used on products
	Waste disposal

	Consignes de sécurité (français)
	Usage prévu
	Consignes de sécurité en lien avec les substances chimiques dangereuses
	Consignes de sécurité en lien avec les composantes électroniques
	Consignes de sécurité en lien avec l'utilisation d'une pompe à vide
	Consignes de sécurité en lien avec l'utilisation d'un gaz de purge
	Consignes de sécurité en lien avec l'utilisation de dispositifs laser
	Consignes de sécurité en lien avec les champs magnétiques
	Consignes de sécurité en lien avec la prévention des brûlures
	Consignes de sécurité en lien avec les environnements humides
	Description des panneaux d'avertissement
	Symboles graphiques utilisés sur le matériel
	Mise au rebut

	Product information
	EMILIE™nanoelectromechanical infrared analyzer
	Environmental storage, transport, and operation conditions
	Device specifications
	Instrument compatibility & requirements
	Product overview
	EMILIE™nanoelectromechanical sampling and sensing chip
	EMILIE™LIGHT chip
	EMILIE™VALIDATION chip
	Product label

	Unpacking and installation
	Unpacking and inspection
	Installation
	Installing EMILIE™in the sample compartment of a Bruker spectrometer
	Purging EMILIE™
	Connecting EMILIE™to a vacuum system
	Connecting EMILIE™, PHILL™and the FTIR spectrometer
	Setting up PHILL™


	Operation
	Vacuum chamber and contact bridge
	Standard measurement procedure
	Loading of an EMILIE™chip
	Operating the vacuum pump
	Setting up measurement parameters in PHILLharmonics
	OPUS configurations for NEMS-FTIR measurements
	Optical alignment procedure
	Far infrared measurements
	Acquisition of a background spectrum
	Data processing steps & OPUS Macro

	PHILLharmonicssoftware
	EMILIE tab
	Drive settings
	Range filter settings
	Temperature settings
	Parameter settings
	Oscilloscope tab
	Frequency output plot tab
	Sweep tab


	Unmounting and storage
	Troubleshooting & FAQ
	PHILL™does not connect to the PC
	OPUS error "can not open transient recorder"
	Unable to find a resonance frequency
	Faulty connection between EMILIE™and PHILL™
	Faulty connection of the contact bridge

	Identifying a broken EMILIE™chip
	PHILLharmonicsfrozen
	TEC error
	Unsteady frequency during analysis
	The FTIR spectrum is not displayed
	Unusual noise coming from the pump
	Drive power of turbo pump does not drop below 10 W

	Maintenance and cleaning procedures
	Indium foil replacement
	Cleaning of vacuum chamber and its components

	Appendix
	Electrical specifications
	Connector configuration and function
	Electrical characteristics
	Former labeling of PHILL™connectors

	Dimensional drawing of EMILIE™
	Dimensional drawing of PHILL™


